
GL 128 is a white, powdery compound for leveling interior wall and ceiling surfaces
APPLICATION: White, powdery, micronized substance that is used for fine leveling-smoothing of interior 
plastered surfaces and plasterboard surfaces. It is made on the basis of calcium carbonate and specially selected 
additives.
PREPARATION AND METHOD OF USE: The material is used at a temperature of +5°C to +35°C. It is mixed with 
water by machine or by hand in a ratio of 1:0.4 by weight, let it stand for 10-15 min. Then, it is stirred once more 
and can be used. A glass tile is applied to the substrate in 2 or more layers with a thickness of 1-3 mm. The 
working time is 4 to 6 hours at 20°C. After the finished work, hands and tools are washed with water.
CONSUMPTION: 2.0 - 3.0 kg/m2 depending on the substrate for one layer with a thickness of 1 - 3 mm. 
PACKAGING: 20 kg  natron bag with a PVC layer in the middle that serves to protect against moisture.
STORAGE: Store in original packaging in a dry and dark place and at a temperature of +5°C to 35°C.
EXPIRY DATE: 12 months from date of manufacture, properly stored.

GL 128 ist eine weiße, pulverförmige Masse zum Nivellieren von Wand- und Deckenflächen im Innenbereich
ANWENDUNG: Weiße, pulverförmige, mikronisierte Substanz, die zum Feinausgleichen und Glätten von 
Innenputzflächen und Gipskartonoberflächen verwendet wird. Es wird auf Basis von Calciumcarbonat und 
speziell ausgewählten Zusatzstoffen hergestellt.
VORBEREITUNG UND ANWENDUNGSART: Das Material wird bei einer Temperatur von +5°C bis +35 °C verarbeitet. 
Es wird maschinell oder von Hand im Gewichtsverhältnis 1:0,4 mit Wasser vermischt und 10-15 Minuten stehen 
gelassen. Anschließend wird es noch einmal umgerührt und kann verwendet werden. Eine Glasfliese wird in 2 
oder mehr Schichten mit einer Dicke von 1-3 mm auf den Untergrund aufgetragen. Die Verarbeitungszeit beträgt 
4 bis 6 Stunden bei 20°C. Nach getaner Arbeit werden Hände und Werkzeuge mit Wasser gewaschen.
VERBRAUCH: 2,0 - 3,0 kg/m2 je nach Untergrund für eine Schicht mit einer Dicke von 1 - 3 mm.
VERPACKUNG: Zweischichtiger Natronbeutel mit einer PVC-Schicht in der Mitte, die dem Schutz vor Feuchtigkeit 
dient.
LAGERUNG: In der Originalverpackung an einem trockenen und dunklen Ort und bei einer Temperatur von +5°C 
bis 35°C lagern.
VERFALLDATUM: 12 Monate ab Herstellungsdatum, bei ordnungsgemäßer Lagerung.
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